
9 9 9

12 9.5

ø 4 x 16

ø 7
0

- 0.2

ø 6.3 (MAX.)

ø 7
+ 0.5
- 0.2

37
2

± 4.5

ø 6.3 9 9 9 ø 6.3

12 9.5

ø 4 x 16

ø 7
0

-0.2

ø 7
+0.5
-0.2

2 37

ø 6.3 (MAX.)

9 9 9

12 9.5

ø 4 x 16

ø 7
0

- 0.2

ø 6.3 (MAX.)

ø 7
+ 0.5
- 0.2

37
2

± 4.5

ø 6.3

Posizione fori di fissaggio guida sul fianco del mobile

Estrazione Parziale

Posizione fori di fissaggio guida sul fianco del mobile

Estrazione Totale

18

12

999 14

250

270

96 32

2
35 32

37 288

224 32 32

32

128 32 64

32

96 32

18

12

9 99 14

250

270

300

350

400

450

470

500

550

600

300

350

400

128 32

450

470

500

550

600
2

37 224 32

3235

Particolare del foro
posteriore supplementare 
di �ssaggio per Estrazione Totale

6,75

7,15

6,3 10,5

Posizione fori di fissaggio guida sul fianco del mobile

Estrazione Parziale

Posizione fori di fissaggio guida sul fianco del mobile

Estrazione Totale

18

12

999 14

250

270

96 32

2
35 32

37 288

224 32 32

32

128 32 64

32

96 32

18

12

9 99 14

250

270

300

350

400

450

470

500

550

600

300

350

400

128 32

450

470

500

550

600
2

37 224 32

3235

Particolare del foro
posteriore supplementare 
di �ssaggio per Estrazione Totale

6,75

7,15

6,3 10,5

Ø 6.3

6.75

7.15

Drilling positions for runner on cabinet side.
Part-extension

Fixing part-extension runner on cabinet side. Fixing full-extension runner on cabinet side.

EUROSCREW
Drilling ø 5 EUROSCREW

Drilling ø 5 

Fixing

The oval slot allows the easy alignment of drawer frontals particularly in multi drawer and Push applications.

Drilling positions for runner on cabinet side.
Full-extension

Detail of the rear 
additional fixing hole

Pre-drilling ø 2 x 2

Pre-drilling ø 2 x 2

5



SP

PM

LN

X

LC = LN - 10 (X - 4
2)

+1
0

Abbreviations

SP = Thickness of the drawer 

LN = Nominal runner length

PM = Depth of the cabinet

X = Internal width of the cabinet

Drawer dimensions

LC = Runner length - 10 mm

X - 42 = Internal width of the drawer

The drawer length is 10 mm 
shorter than the runner length

The internal width of the drawer is 42 mm 
less than the internal width of the cabinet

Futura - Pin fix version - Drawer setting
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ø 7x8

20

45 + SP

SP

ø 7x8

20

26

45

ø 7x10

ø 7x10

ø 8x5

5

LN - 1
0

LN - 1
0

MIN. 33

7

ø7x10

6

5

MIN. 33

7

ø7x10

6

5

11

11

MIN. 53

26

ø 8x5

5

A

B
C D

CD

A

B

A

B

A

B

C D

CD

ø 7x8

20

45 + SP

SP

ø 7x8

20

26

45

ø 7x10

ø 7x10

ø 8x5

5

LN - 1
0

LN - 1
0

MIN. 33

7

ø7x10

6

5

MIN. 33

7

ø7x10

6

5

11

11

MIN. 53

26

ø 8x5
5

A

B
C D

CD

A

B

A

B

A

B

C D

CD

Pin fix version - Drawer drilling

Drawer with frontal - three-sided (view from below)
Template for drawer drilling - see page 60

Internal drawer - four-sided (view from below)
Template for drawer drilling - see page 60

Security pin - 
fixing to the drawer

Security pin - 
fixing to the frontal

Drawer locating pinRear hook
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Fixing of the drawer security pin

Available on all runner versions.
This operation is tool free.
The device locks the drawer onto the runners.

Futura - Pin fix version - Technical information
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+

-

=

=

+ 3 mm

Pin-fix version - Adjustments

Initial position of the lever for the height adjustment.

Turn the lever towards the front of the drawer to achieve the height adjustment.

This operation is tool free.

Height adjustment + 3 mm
Available on all runner versions. 
This operation is tool free.
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- 2 mm

+ 2 mm

Depth adjustment + 2 mm - 2 mm
Available on all Push runners.

Rotate the black wheel towards the back of the drawer to move the drawer backward. 

This operation is tool free.

Rotate the black wheel towards the front of the drawer to move the drawer forward.

This operation is tool free.

Futura - Pin fix version - Adjustments

10


